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SURFACE-MOUNTED
BIRDHOUSE
The surface-mounted birdhouse, against a pole or wall-monted, allows small birds, such 
as chickadees or sparrows, to be accommodated. Designed in collaboration with a wildlife 
conservation association, the diameter of the entrance hole and the volume of the interior of the 
«letterbox» type birdhouse has been calculated to allow birds to pass through without providing 
access to predators. As nesting sites are becoming increasingly rare, the birdhouse can be 
used in both urban rural areas and helps to contribute to the development of biodiversity.

Fastening by screwing or 
strapping

Aluminium

RAL on request

Ø 40 mm entrance sui-
table for small birds

Larch wood facade, treated 
with organic linseed oil 

Weight : 2 kg

Installation height:  
from 2.5 m/3 m
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Overhang to protect 
from the weather

PRODUCT CODE

BIRDHOUSE 0100992
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BIRDHOUSEBIRDHOUSE
Well-maintained, your birdhouse becomes an ideal refuge: regular cleaning encourages 
reoccupation each season.

best practices and maintenance

How to properly install and maintain your birdhouse?

1. Installation location
• Species like tits love deciduous forests. Your birdhouse will be ideally placed near a park,

garden, or cluster of trees.
• Ideal height: 3 to 6 meters (10 to 20 feet) above the ground, out of reach of predators

(cats, martens) and humans.
• Recommended orientation: Facing east or southeast to avoid strong winds and

overheating.
• Avoid areas that are too exposed to sunlight or permanent shade, as well as very noisy

locations.
• Whenever possible, position your birdhouse away from light sources.
• Install informational signs to raise awareness among locals about the importance of these

birdhouse and to encourage respect for these natural spaces.
• Choose a sturdy pole, well-anchored and located in a stable area (avoid poles subject to

frequent vibrations or movement).
• Do not place the birdhouse near feeders to prevent conflicts among birds.
• Maintain a minimum distance of 20 meters (65 feet) between birdhouse. Close proximity

can lead to aggressive behavior among neighbors or hinder nesting.

2. Installation period
• Optimal period: Starting in autumn to allow tits and other species to locate their future

habitat. The nesting season runs from late March to early July.
• Breeding takes place between April and June (usually one or two clutches), with 6 to 15

eggs laid per clutch.

3. Maintenance and monitoring
• Clean the birdhouse every autumn, after the nesting period: remove the old nest,

carefully brush the interior, and rinse with hot water or a mixture of water and vinegar. Let
it dry before closing. Do not use chemicals.

• Ensure the entrance hole remains clear.
• Avoid any intervention during the nesting season (spring/summer).
• Verify that the birdhouse is designed for local species in terms of the size and shape of the

entrance.
• Do not apply any paint or varnish: chemical substances are harmful to birds.

4. Regulations
Article L411-1 of the French Environmental Code prohibits:
• The destruction, alteration, or degradation of breeding sites (including nests).
• The destruction, collection, possession, or transport of eggs.
• The intentional disturbance of birds in their natural habitat, especially during the breeding
and nesting periods.

In France, tit nests should not be handled in natural habitats. However, removing the old nest 
in a man-made birdhouse is recommended, but only outside the breeding season, starting in 
September after the last flights. This practice is not considered an infraction as it aims to keep 
the birdhouse functional and welcoming for the next season.


	NICHOIR_applique
	NICHOIR_Bonnes_pratiques_entretien_EN



