
HSa borne cylindro-conique ornée de moulures et de motifs géométriques et fl oraux assoie le mât Héliopolis. Son 

fût est lisse et droit, terminé par une tête de mât ornementée. Il permet des hauteurs allant de 2 m 20 à 4 m 50.

• Fabriqué en fonte d’acier et acier galvanisé

• Raccord 3/4” GAZ mâle en tête de mât pour luminaire ou fixation console en top sur demande

VERTICALE ASSURÉE

The Heliopolis model is characterized by its cylindrical bollard decorated with mouldings, fl oral and geometric 

motifs. Straight and smooth, the mast ends in an ornamental mast head. Heights from 2 m 20 to 4 m 50.

• Made of cast steel and galvanised steel

• Post-top 3/4” BSPT male coupling for luminaire or post-top bracket fi xation on request

STRAIGHT AND SMOOTH

HÉLIOPOLIS

Entrevaux

w w w . r a g n i . c o m

M
ÂT

S 
 | 

 M
A

ST
S 

 | 
 H

É
L

IO
P

O
L

IS



HETige 16/14 x 300

Anchor bolt 16/14 x 300

DIMENSIONS (mm)
/ DIMENSIONS (mm)

HÉLIOPOLIS

A Réf. / Ref. 2200 220 2800 280 3050 305 3250 325 3500 350 3800 380 4500 450

B 800 800 800 800 800 800 800

C 1400 2000 2250 2450 2700 3000 3700

Porte / Door 300 x 85 300 x 85 300 x 85 300 x 85 300 x 85 300 x 85 300 x 85

HÉLIOPOLIS 280
VALBONNE 640

HÉLIOPOLIS 325 
THAURUS 75
ÈZE 31

HÉLIOPOLIS 325 
ATALANTE
MOUGINS 640

HÉLIOPOLIS 380 
MERCURE
SOPHIA 638 

HÉLIOPOLIS 450
DORTHIA 48
MANDELIEU 640 

HÉLIOPOLIS 450
HORDONIA 90
RAMATUELLE 648

HÉLIOPOLIS

290
Porte / Door

230

A

C

Ø89

B

PROPOSITIONS D’ENSEMBLES / SUGGESTIONS OF ENSEMBLES

ENTRE-AXES / CENTER TO CENTER

Semelle 4 tiges
Base plate 

with 4 anchor bolts
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